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OUTDOOR COOKING PERMIT PROCESS AND REQUIREMENTS 

A Fire Safety Permit is required for any open flame cooking at a fixed location for a temporary period of time. This requirement 

applies to open flame cooking from vending booths, stands, kiosks, vehicles or carts at special events. Special events include 

events held on Borough of Tinton Falls property, as well as events held on public or private property, with the exception of 

owner-occupied one- and two-family dwellings used exclusively for dwelling purposes. Examples of special events include street 

fairs, flea markets, carnivals, circuses, public exhibitions, advertising campaigns, employee/employer/resident functions, 

business promotions, religious or fraternal organization functions, or transitory gatherings.  
 

TYPE 1 FIRE SAFEY PERMIT: Cooking Permit 

 Fire Permit Application shall be completed and submitted to the Tinton Falls Fire Marshal’s 

Office, Bureau of Fire Prevention for every event and by each vendor, if applicable.   

N.J.A.C. 5:70-2.7(a).  Go to SDL Portal: 

https://www.sdlportal.com/towns/nj/monmouth/tintonfalls/requests/firepermit 
 

 Fire Permit Application shall include a site plan of property indicating location and distance of 

cooking operation from any other tents, structures or other vehicles.  N.J.A.C. 5:70-2.7(b) 
 

 Fire Permit Application shall include type of fuel utilized and amounts stored (propane, butane, 

wood, charcoal), including starter fuel if applicable.  N.J.A.C. 5:70-2.7(b) 
 

 If the applicant is other than a property owner representative, a signed letter from the property 

owner authorizing the event, acknowledging and approving the date and time shall be provided. 
 

 If the event is held on Borough property, a copy of Liability of Insurance coverage for that 

specific event must be supplied. 
 

 Fire Permit Application shall include cooking canopy fabric flame resistant certification.  

N.J.A.C. 5:70-3, 2001.8 
 

 Type 1 Permit Fee $54.00 - Fire Permit Application shall include permit fee. N.J.A.C. 5:70-2.9(c)1 

Online payment is processed through Permit Portal. Permits will not be issued unless payment is 

made in full. This is an application processing fee and is not refundable. N.J.A.C. 5:70-2.7(I) 
 

 Before the permit is issued, the Tinton Falls Fire Marshal’s Office, Bureau of Fire Prevention shall 

conduct an inspection as necessary to assure that the use and activity for which application is 

made complies with the provisions of the New Jersey Uniform Fire Code.  N.J.A.C. 5:70-2.7(c) 
 

 The Tinton Falls Fire Marshal’s Office, Bureau of Fire Prevention upon inspection may deny or 

revoke a permit at any time; this can be due to failure to meet the permit conditions, 

misrepresentation of facts, unabated fire code violations or unsafe conditions.   

N.J.A.C. 5:70-2.7(f) 
 

 Fire Permits shall at all times be kept in premises designated therein and be subject to 

inspection by the fire official. N.J.A.C. 5:70-2.7(a) 
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FIRE EXTINGUISHER:     

 All cooking vendors shall supply their own fire extinguishers. (See 2006 IFC-NJ for size and 

quantity) 

 All fire extinguishers shall comply with NFPA 10/2002. All fire extinguishers shall have a valid 

dated inspection tag, good of one year.  N.J.A.C. 5:70-3, 906.2 

 Class K portable fire extinguishers are required for cooking with vegetable or animal oils and 

fats.  N.J.A.C. 5:70-3,904.11.5 

 Class K portable fire extinguishers are required for cooking with solid fuel.   

N.J.A.C. 5:70-3, 904.11.5.1 

 Class K portable fire extinguishers required for deep fat fryers.  N.J.A.C. 5:70-3, 904.11.5.2 

PROPANE TANK: 

 Propane tanks shall be secured, to prevent falling over.  N.J.A.C. 5:70-3, 3003.5.3    

 Propane tanks and equipment shall comply with NFPA 58/2004.  N.J.A.C. 5:70-3, 3801.1   

 Propane tanks shall not be taken into buildings/tents.  N.J.A.C. 5:70-3, 3803.2.1 

(for exceptions see NJDFS Bulletin 2006-1 “Cooking appliances under Canopies and Tents”) 

Mobile Canteens & Cooking Trailers: 

 All cooking operations that produce grease laden vapors shall be equipped with a ventilating 

hood, duct, and automatic fire suppression system. N.J.A.C. 5:70-4.7(g)    

 Dry chemical extinguishing systems shall be maintained and inspected semi-annually as per 

NFPA 17/2002.  N.J.A.C. 5:70-3, 904.6    

 Wet chemical extinguishing systems shall be maintained and inspected semi-annually as per 

NFPA 17A/2002.  N.J.A.C. 5:70-3, 609.2     

 Excessive grease and residue buildup on kitchen exhaust systems, cleaning required. 

 Mobile Canteens & Cooking Trailers are not to operate next to buildings, on sidewalks or 

walkways and must operate at area designated by property owner and approved by Fire Official. 
 

Other Applicable Requirements: 

 All appliances shall be listed and labeled and approved by the fire code official. (No homemade 

appliances). N.J.A.C. 5:70-3, 104.3 

 No vehicles shall be parked within 5 feet of tents or canopies. N.J.A.C. 5:70-3, 2403.8.2 

 Suitable barricades shall be provided to maintain a distance of 5 feet between the heat 

producing appliance and the public.  N.J.A.C. 5:70-3, 2404.15.3 

 Cooking canopy shall be located no less than five feet from any other canopy, tent or structure. 

 Cooking canopy shall have no sides and occupancy is restricted to food preparation personnel 

only.  Food may be served from outer edge of canopy. 

 Propane tanks between 4 and 40 lbs shall have an Overfill Protection Device for filling in NJ. 

 Propane tanks shall be hydro tested every 12 years, and not dented or badly rusted. 

 Regulator shall be in good condition and the relief valve shall face away from the public areas. 

 Hoses shall not be frayed, cracked or swollen. There shall not be any type of tape on the hose. 

Hoses shall not be covered with grease, shall not be swollen & shall not create a tripping hazard. 

 Only approved lighter fluid shall be used for charcoal grills. 

 Approved canned denatured and jellied alcohol, “Canned heat” or “Sterno” warmers may be 

used provided the fuel containers are properly protected from being knocked over and if the 

fuel containers are properly enclosed within the warmer units. 


